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BVP154 LED20/830 PSU 20W VWB MDU CE
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BVP154 LED10/840 PSU 10W VWB MDU CE

BVP154 LED21/840 PSU 20W VWB MDU CE
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The exposed wire length：10/20/50W 1000mm

10W/20W
without buckle
50W
with buckle
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Fasten the bolt
Torque:Nm

Torque(Nm)

 

H05RN-F 3x1.0 mm²
60245IEC57

Luminaire must not be used or stored in corrosive environment where hazardous materials such as sulphur, chlorine, phthalates, etc. 
are present.



Description of remote control keys

ON TEST

TEST

OFF

LOW MEDIUM

MEDIUM

HIGH

10" 30"

30"

1' 5'

8' 10'

AUTO

NIGHT

HIGH

LOW

OFF

DAYLIGHT LUX

SENSITIVITY

HOLD TIME

MEDIUM

MEDIUM

10’’ 24H ＜7m

5’ ＜70LUX ＜5m

LOW:＜3m 
MEDIUM:＜5m 
HIGH：＜7m 

10’’  10’

2m

2m

2m

NIGHT:1-10LUX
LOW:10-30LUX
MEDIUM:30-70LUX
HIGH:70-150LUX
OFF: 24H

Example for 30”  4m  30-70LUX:

≤5m




